
 

Tool Builders Like them: 
άΧ L ōǳƛƭǘ ŀ ǘƻƻƭ ǿƛǘƘ ǘƘŜ ƛƴǾŜǊǘ ŀ ōƻƭǘ ǎȅǎtem last spring.  To 
date the system has performed admirably.  We have had no 
maintenance on it and no problems!!   I am happy with it's 

ǇŜǊŦƻǊƳŀƴŎŜ Χέ 
(Steve D., Cessna Aircraft) 

 

b/ tǊƻƎǊŀƳƳŜǊǎ ϧ aΦ9ΦΩǎ w9![[¸ 
Appreciate Them: 

άΧ ȅƻǳ Ŏŀƴ Řƻ ǎƻƳŜ ǇǊŜǘǘȅ ǿƛƭŘ ǎǘǳŦŦ ǿƛǘƘ ǘƘŜƳ Χέ 
άL ŀǇǇǊŜŎƛŀǘŜ ŀƭƭ ǘƘŜ ǎǳǇǇƻǊǘ ȅƻǳ ƘŀǾŜ ƎƛǾŜƴ ǳǎΦ  LǘΩǎ ōŜŜƴ ŀ 

ǇƭŜŀǎǳǊŜ ǿƻǊƪƛƴƎ ǿƛǘƘ ȅƻǳΦέ 
(Nick G., Perfekta) 

 
άΧŦŀƴǘŀǎǘƛŎΧέ 

(Rob B., D & S Manufacturing) 
 

High Speed Machinists Love them: 
άΧǿŜ ƭƻǾŜ ȅƻǳǊ ǇǊƻŘǳŎǘ ŀƴŘ ƘŀŘ ǾŜǊȅ ƎƻƻŘ ǎǳŎŎŜǎǎΧέ 

(Jerry H., Boeing) 
 

άΧǿŜ ƭƻǾŜ ǘƘŜƳΧέ 
(Mike L., Excel) 

 
άΧǘƘŜȅ ŀǊŜ ǿƻǊƪƛƴƎ ƎǊŜŀǘΧέ 

(Drew H., Bombardier) 
 

άΧǎǳǇŜǊƛƻǊ  ǘƻ ŀƴȅ ƻǘƘŜǊ ǘƻƻƭƛƴƎ ƳŜǘƘƻŘΧέ 
(Kevin E., Insight Consulting) 

 

ά¢ƘŜ ƴŀƳŜ you trustΣέ 
Elijah Tooling, Inc. 

Toll Free: 877-462-2658 
Fax: 940-482-8307 

WWW.Invert-a-Bolt.com 
 

Be true to your machine 

Invert-A-.ƻƭǘϰ 
Fasteners 



 

 

Great for High Speed Machining 
�9 Eliminate vibration in the setup. 

Stable setups enable using optimal 
feed-rates for the most efficient use 
of the machine tool. 

�9 Eliminate obstructions to the work 
environment.  Obstructions create 
hazards ultimately incurring 
additional and unnecessary costs. 

Better than a Clamp 
�9 ²ƻƴΩǘ ƛƴŘǳŎŜ ǿŀǊǇŀƎŜ ƻǊ ƻǘƘŜǊ ǇŀǊǘ 

stresses. 
�9 Eliminate clamp blocks 
�9 Eliminate clamp changes 
�9 ά/ƭŀƳǇέ ŀƴŘ άǳƴŎƭŀƳǇέ ƛƴ нΦр 

seconds or less. 
�9 Simple design makes them easy to 

install and maintenance. 

Better than a Bolt 
�9 ¢ƛƴȅ άŦƻƻǘǇǊƛƴǘέ ƛǎ ŀƭƳƻǎǘ ŎƻƳǇƭŜǘŜƭȅ 

out of the way of the machining 
process.   

�9 Machine right over the top of Invert-
A-.ƻƭǘϰ ŦŀǎǘŜƴŜǊǎ ǿƘƛƭŜ ŎƻƴǘƛƴǳƛƴƎ 
to hold securely. 

 

 Invert-A-.ƻƭǘϰ ŦŀǎǘŜƴŜǊǎ are a 

type of captive fastener, primarily used to 
connect stock material and fixtures when 
machining parts.  These unique, patented 
products work like this: A larger outer 
diameter screws into the fixture plate until 
flush with the surface.  The smaller (inner) 
diameter screws in and out of the larger 
diameter. When in use, the smaller 
diameter screws into the work material to 
hold it in place while machining.  When not 
in use, the smaller diameter can be locked 
inside the outer diameter, below the 
surface of the fixture. 

          BUY On-Line Today! 
       www.invert-a-bolt.com 

 
   Toll Free 877-462-BOLT(2658) 

Ultimate Workholding 


